PRODUCT PRESENTATION

MasterShield CRC-FR is a 100% solids fibre
reinforced epoxy coating used as a chemically
resistant body coat for MasterShield reinforced
wall systems. CRC-FR is used to restore and
protect concrete block, masonry, drywall, or FRP
against mechanical and chemical abuse. The
unique fibre reinforcement reduces permeability,

improves resistance to thermal shock and up-
grades mechanical properties.

The reinforced wall system can be finished with
specified finish coat to provide a lough seamless
surface that can be cleaned with pressurized hot
waler and protects against acids, alkalis, solvents,
and physical abuse.

PRODUCT FEATURES

— Properly installed wall systems meet
both ISO Class and American Federal
Standards 209E-209D.

— Exceptional chemical resistance.

- Full range of colors

— Self-extinguishing in thin films.

—_— Authorized for use in federally inspected
meat and poultry plants.

R 100% non-volatile,

_— Odorless, can be applied in occupied
facilities.

COVERAGE

Varies by use. 100-125 square feet per gallon
yields 15-20 mils DFT. Two coatls are recom-
mended for general service.
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Chemically Resistant
Fibre-Reinforced

PACKAGING
Unit Size PartA PartB  Weight*
34gallon 1x12 : 1x1/4 95Ibs

dgallons 1x2 ¢ X 36 Ibs,
15gallons 2x5 . 1Xx5 175 Ibs.

* approximate shipping weight

INSTALLATION GUIDELINES

Preparation: Suriace must be properly prepared
and if required, primed. Consult POLYMERICA
Bulletin SP-C for full details.

Mixing: Observe all precautions on MSDS and
label when using this product. Mix 2A : 1B by
volume with a low speed drill for at least two (2)
minutes,

Application: Apply by trowel or spray, accord-
ing to system instructions. To spray use Graco
King with 0.021" tip with back defuser removed.

Cure: Re-coat in 8-16 hours @ 70°F Full
chemical cure in 5 days.

Clean-Up: Clean skin with soap and water, use
MEK or proprietary epoxy thinners for equipment,






